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BAR PSI 
REAR ENTRY  

PART # 
BOTTOM ENTRY 

PART # 
BOTTOM ENTRY   

PART # 

  THREAD 1/4 BSPP THREAD 1/4 BSPP THREAD 1/4 BSPT 

-1 to +3 40  G63B-G1/4B03  

10 150 G63R-G1/4B10 G63B-G1/4B10 G63B-K1/4B10 

16 240 G63R-G1/4B16 G63B-G1/4B16 G63B-K1/4B16 

25 370 G63R-G1/4B25 G63B-G1/4B25 G63B-K1/4B25 

40 600 G63R-G1/4B40 G63B-G1/4B40 G63B-K1/4B40 

60 900 G63R-G1/4B60 G63B-G1/4B60 G63B-K1/4B60 

100 1500 G63R-G1/4B100 G63B-G1/4B100 G63B-K1/4B100 

250 3700 G63R-G1/4B250 G63B-G1/4B250 G63B-K1/4B250 

400 6000 G63R-G1/4B400 G63B-G1/4B400 G63B-K1/4B400 

600 8700 G63R-G1/4B600 G63B-G1/4B600  

700 10000 G63R-G1/4B700 G63B-G1/4B700  

 Manufactured to the EN 837 

European National Standard 

 Dial: 63mm 2.5” 

 Lens:  Polycarbonate 

 Pointer: Black Aluminum 

 Bezel: Stainless Steel Fixed 

 Wetted Parts: Copper Alloy 

 Connection: Copper Alloy 

 Scale: Standard PSI/BAR 

 Accuracy: 1.6% 

Protective Boot Available 

63mm Pressure Gauges 


