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 VEP Series Thread to Connect Flat face 

Features: 

 New valve design resist high flow and  im-

pulse pressure  giving superior  performance 

 Anti-blowout seal design prevents blow out or 

damage  during severe service  conditions 

 Socket and plug machined from solid bar 

stock 

 Seals NBR 

Interchange: 

Stucchi VEP 

Parker FET 

Holmbury HFT 

Eaton  FD96 

DNP  PST4 

Dixon  VEP 

Body Thread Female Male LS LP S1 S2 S3 D d E 

1/2 1/2 BSP VEPF-08G VEPM-08G 103.5 95 36 36 46 49 24.54 M40*3 

3/4 3/4 BSP VEPF-12G VEPM-12G 114 98.8 41 36 50 53.7 27.04 M45*3 

1” 1” BSP VEPF-16G VEPM-16G 133.5 113.9 46 46 55 58.8 29.95 M50*3 

1 1/4 1 1/4 BSP VEPF-20G VEPM-20G 145.2 123.5 55 55 65 68.7 36.05 M58*3 

1 1/2 1 1/2 BSP VEPF-24G VEPM-24G 187.5 150 65 65 85 92 57 TR80*4 

Size 1/2 3/4 1” 1 1/4 1 1/2 

W.P PSI 7000 7000 7000 6000 5000 

Flow L/M 70 120 200 350 420 

Dust caps and plugs available in aluminium




